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Для обезвреживания сточных вод, содержащих простые и комплексные цианиды металлов,
традиционно используются соединения, содержащие «активный» хлор и другие. Установлено,
что при совместном окислении комплексных цианидов металлов хлорной известью и кислоро-
дом воздуха, требуется меньше времени и улучшаются органолептические свойства очищен-
ной воды. В статье рассмотрены результаты проведенных исследований по уменьшению обще-
го количества загрязнений на основе предложенного авторами способа и устройства по
очистке сточных вод. Установка позволяет при совместном окислении цианидов кислородом
воздуха и раствором хлорной извести снизить ее расход в 40 раз, уменьшить образование хло-
рорганических соединений, увеличить степень осаждения гидроксидов тяжелых металлов.

To neutralize the sewage containing simple and complex metal cyanides the compounds with «ac-
tive» chlorine are usually used. The oxygenization of complex metal cyanides together with chlo-
rinated lime and air oxygen takes less time and leads to the improvement of the organoleptic prop-
erties of cleaned water. The method of decreasing pollution and a device for sewage purification
are presented in the article. Its installation allows to decrease chlorinated lime consumption by 40
times with simultaneous oxygenizing of cyanide by air oxygen and chlorinated lime. It is also pos-
sible to decrease the formation of chlorine-organic compounds and increase the degree of heavy
metal hydroxide settling.


